
Force Feed Loader

3000C Force Feed Loader

PERFORMANCE FEATURES INCLUDE:

Designed with the Paving Professional in Mind.®

 130 hp (97 kw) Cummins Tier 4F Diesel Engine
 Choice of Tapered or Multipurpose Moldboard 
 2'6" (0.76 m) wide Variable Speed, Reversible, Cleated   
 Conveyor Belt
 Fully Enclosed, Lockable Cab
 Two-speed Hydrostatic Transmission
 Fail-safe Braking System

Year-Round Material Loading

LeeBoy's versatile 3000C Force Feed Loader is a year-round workhorse, 
picking up soil, snow, milling or other windrowed material for fast, low 
cost material loading. The climate-controlled operator's platform and 
cab enhance safety and comfort while providing superior visibility to 
the front pickup feeder and rear discharge conveyor. The loader excels 
at continuous high capacity material loading and offers safe, single or 
double lane operation in roadway applications.



3000C FFL, UZ

LeeBoy makes continuous improvements to all its products and re-
serves the right to change specifications without notice. Photos and 
illustrations may contain standard and optional equipment.

Other Members of the LeeBoy Group of Products…

Contact your LeeBoy dealer:

8616B Asphalt Paver 420 Pneumatic Roller 685C Motor Grader

"LeeBoy is dedicated to providing top quality parts and service support on every unit sold."

VT LeeBoy, Inc.
500 Lincoln County Pkwy. Ext.
Lincolnton, NC 28092
704.966.3300

www.                          .com

SPECIFICATIONS

3000C Force Feed Loader

DIMENSIONS

ENGINE

LOADING CAPACITY

TRANSMISSION

SPEED

   CONVEYOR FLOATING &
REVERSIBLE

  

TIRES

   CAPACITIES

Cummins Tier 4F Diesel
130 hp (97 kw)

19,750 lbs (8,960 kg)
22,580 lbs (10,242 kg)
34’ (10.36 m)
40’ (12.19 m)
8’6” (2.59 m)
minimum 12’ (3.66 m)
maximum 14’ (4.27 m)

up to 10 cu yds/min
up to 20 cu yds/min

0-8 mph (0-12.87 kph)
0-20 mph (0-32.19 kph)

2-speed Hydrostatic

2’6” (0.76 m)
0-650 fpm (0-198 mpm)

52 gallons (106 l)
52 gallons (106 l)
5 gallons (19 l)

Make
Performance

Weight
Weight w/Swivel

Length
Length w/Swivel

Width
Height

Loose Material
Windrowed Snow

Low Range
High Range

Belt Width
Belt Speed

Front
Rear

9R x 22.5, 10-ply
14 - 24, 12-ply

Fuel
Hydraulic Oil

Diesel Exhaust Fuel

OPTIONS

  Heating & air conditioning
  180º Swivel conveyor
  Night light package
  Rear wiper & washer
  Truck signal light

Multipurpose or 
Tapered Moldboard
The tapered moldboard allows for efficient
pick up of a variety of materials before they 
move to the feeder paddles that carry the
material  to the 28’  (8.53 m)  belt conveyor.
The multipurpose moldboard features 
augers which push material to the feeder 
paddles. This increases efficiency for 
operations such as snow removal.

Swivel Conveyor 
Attachment 

The swivel conveyor attachment rotates
180˚ for discharge of materials to either 

side of the 3000C Force Feed Loader. This 
feature allows the receiving truck to travel

next to the  loader in the same direction 
as it receives material from the 

swivel conveyor. 


